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LIQUID COLOR 

DISPERSION 
 

Super Stone® Liquid Color Dispersion is designed for most water based acrylics and cementitious bag 
mix. It’s versatility offers unlimited design options for contractors. The Liquid Color Dispersion is rich 
with pigments and color so a little goes a long way. Also, in cases where projects need an exact color 
match, the Liquid Color Dispersion colorants make it possible for contractors to dial in just the right 
color. 
 

RECOMMENDED USAGE ADVANTAGES 
• Super Tex Wet & Ready® 

• Super Surface® 

• Most water based acrylics 

• Cementitious bag mix 

• Design Versatility 

• Lightfast UV Stables Colorants 

• Fade Resistant 

 

COVERAGE 
Depends upon application method. 

 

APPLICATION   
Add to Cementous Mixes 
In a mixing cup, add measured amounts of Liquid Color Dispersion to Super Tex Wet & Ready®, 
Super Surface®, most water based acrylics, and cementitious bag mix stain or paint until you reach 
desired color. Apply the stain per label instructions. 

Topical 

Dilute Liquid Color to desired color intensity. Apply with a sponge, roller, or sprayer. When satisfied 
with color and dry, seal with Super Stone® Sealer.  

 

LIMITATIONS   
Liquid Color Dispersion is for use with water soluble concrete products only. It is not to be mixed with 
solvent or acid based materials. When diluted with water, highlighted surfaces should be protected 
with Super Stone VOC Sealer to avoid abrasive wear. When used in conjunction with Super Stone® 
Super Tex, it is important to measure carefully for consistent coloring throughout the project. 

 

SAFETY PRECAUTIONS 
Use this product with the proper safety apparel. Gloves, eye protection and clothes that 
cover all exposed body parts are recommended.  
First Aid: Eyes-- In case of eye contact flush right away with large amounts of water for at least 15 
minutes and seek immediate medical attention. Ingestion-- If swallowed, contact your local poison 
control or dial 911 immediately. Skin-- Wash the affected area thoroughly with soap and water. 
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Inhalation-- If you experience difficulty breathing, remove yourself from the area to obtain fresh air. 
If symptoms persist or develop, seek medical attention.  
Limited Warranty: Since no control is exercised over product use, Super Stone® only 
warrants that this product is of consistent quality within manufacturing tolerances. Seller’s 
and manufacturer’s obligation under this warranty shall be limited to refunding the purchase 
price of the portion of the material proved to be defective.  NO OTHER ORAL OR WRITTEN 
REPRESENTATION OR STATEMENT OF ANY KIND, EXPRESSED OR IMPLIED, NOW OR 
HEREAFTER MADE IS AUTHORIZED OR WARRANTED BY SUPER STONE, INCLUDING 
THOSE OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. Super Stone 
will not be liable for special, incidental or consequential damages, including for delays or lost 
profits. 

 
For Professional Use  
DANGER!  
EXTREMELY FLAMMABLE LIQUID AND VAPOR.  KEEP AWAY FROM HEAT, HOT SURFACES, 
OPEN FLAMES, SPARKS –NO SMOKING COMBUSTIBLE LIQUID. CAUSES SEVERE SKIN BURNS 
AND EYE DAMAGE, SKIN IRRITATION, AND RESPIRATORY IRRITATION. HARMFUL TO AQUATIC 
LIFE. HARMFUL OR FATAL IF SWALLOWED. KEEP OUT OF THE REACH OF CHILDREN.  

 


