ADVANCED COLOR FX

Super Stone® ColorFX Metal pigments are available in powder form. Awesome is an understatement when you
see what these color additives do. Add Advanced ColorFX to Super Stone® Seamless Epoxy System to create
vivid floor effects that are 100% custom. Create striking floors or countertops with Advanced ColorFX.

RECOMMENDED USAGE ADVANTAGES

e Super Stone® Seamless Epoxy System e Multi-dimensional effects
e Colors can be used alone or combined
e Vibrant lasting color
e Low odor

COVERAGE STORAGE/SHELF LIFE

Under normal conditions when kept dry and
moisture free, out of direct sunlight, the shelf life
Epoxy of a sealed jar is (12) months from the date of

1 Pound Liquid Per 3 Gallon Kit Seamless Epoxy | purchase.

1 Ounce Powder Per 3/4 Gallon Kit Seamless

APPLICATION

See Super Stone® Seamless Epoxy Tech Data sheet for surface prep and application methods of
seamless epoxy system.

Adding ColorFX

In a clean container, pour all of Part A and mix. Then add the pre-measured ColorFX pigment to the
Part A and continue mixing until blended. Pre-mix Part B, then add to the Part A/ColorFX and mix
thoroughly using a low-speed “Jiffy” mixer. Do not aerate the mix. Mix only the amount of material
that can be applied during the pot life.

SAFETY PRECAUTIONS

Use with adequate ventilation. Avoid breathing vapor and use gloves to avoid repeated contact with
the skin. Do not use near fire or flame. First Aid: Eyes-- In case of eye contact flush right away with
large amounts of water for at least 15 minutes and seek immediate medical attention. Skin-- Wash
the affected area thoroughly with soap and water. Inhalation-- If you experience difficulty breathing,
remove yourself from the area to obtain fresh air. If symptoms persist or develop, seek medical
attention. Ingestion-- Do not induce vomiting. Never give anything by mouth to an unconscious or
convulsing person. Rinse out the mouth with water. Get medical attention.

Limited Warranty: Since no control is exercised over product use, Super Stone® only
warrants that this product is of consistent quality within manufacturing tolerances. Super
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Stone solely and expressly warrants that this product shall be free from defects in materials
and workmanship for one (1) year from the date of purchase. Seller’'s and manufacturer’s
obligation under this warranty shall be limited to refunding the purchase price of the portion
of the material proved to be defective and this shall be the sole and exclusive remedy available
and buyer shall have no claim for incidental or consequential damages. Any warranty claim
must be made within one (1) year from the date of the claimed breach. NO OTHER ORAL OR
WRITTEN REPRESENTATION OR STATEMENT OF ANY KIND, EXPRESSED OR IMPLIED,
NOW OR HEREAFTER MADE IS AUTHORIZED OR WARRANTED BY SUPER STONE,
INCLUDING THOSE OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.
Super Stone will not be liable for special, incidental or consequential damages, including for
delays or lost profits. Any installation of Super Stone products which fails to conform with
such installation information or instructions shall void this warranty. Buyer shall be solely
responsible for determining the suitability of Super Stone’s products for the Buyer’s intended
purposes.

FOR PROFESSIONAL USE

WARNING! HARMFUL OR FATAL IF SWALLOWED. KEEP OUT OF THE REACH OF CHILDREN.
MAY CAUSE SKIN IRRITATION, AN ALLERGIC SKIN REACTION, SERIOUS EYE IRRITATION, AND
RESPIRATORY IRRITATION.

e
Made I

the U.S.A.
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